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Product Data Sheets 

Customer :    

Part No. :    

CoolerMaster Model No. :  E1N-7CCCS-06-GP 

     Edition:      A1 

     Issued Date:  2006/12/08 
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1. Whole Set Photo 

2. Specification & Dimension 

 Heat Sink / Screw / Spring / Interface / Fan Screw /  

  Fan (MTTF) / Fan-Al Cover / Fan-Al Cover Screw 

3. Package 
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Specification & Dimension 

Heat Sink Assembly: 

General Dimension Tolerances (Unit : mm ) 

   0      —      30       0.2 

  31      —      60       0.3 

  61      —     100      0.4 

 101     and    Over      0.5 

 Angles                    2
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Specification & Dimension 

Base

Material : C1100 

Finished: Anti- Oxidation 

Mechanical Characteristics : 

Alloy No. Tensile Strength

(26-32kgf/mm2)

Hardness Test 

(80-100HV)  

Elongation

(%) 

C1100 26.29 88 98 % 

Chemistry Ingredient Characteristics :

Value Cu Pb Fe Sn Zn P

SPECIFIED

VALUES
99.9 0 0 0 REN 0 

General Dimension Tolerances (Unit : mm ) 

   0      —      30       0.2 

  31      —      60       0.3 

  61      —     100      0.4 

 101     and    Over      0.5 

 Angles                    2
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Fin

Material : C1100 

Finished:Anti- Oxidation 

Mechanical Characteristics : 

Alloy No. Tensile Strength

(26-32kgf/mm2)

Hardness Test 

(80-100HV)  

Elongation

(%) 

C1100 26.29 88 98 % 

Chemistry Ingredient Characteristics :

Value Cu Pb Fe Sn Zn P

SPECIFIED

VALUES
99.9 0 0 0 REN 0 

General Dimension Tolerances (Unit : mm ) 

   0      —      30       0.2 

  31      —      60       0.3 

  61      —     100      0.4 

 101     and    Over      0.5 

 Angles                    2
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Cover

Material : Aluminum Alloy 1050 

Finished: Original Anodize 

Boss Material : Free Cutting Steel 

Boss Finish : Nickel-Plating 

Mechanical Characteristics : 

Alloy No. Tensile Strength Shear Strength  Thickness

1050 79MPa 62MPa 0.8mm

Chemistry Ingredient & Temper Designation :

Value Al Si Fe Mn Mg V Cu Others Flatness

SPECIFIED

VALUES
99.5 0.25Max 0.4Max 0.05Max 0.05Max 0.05Max 0.05Max 0.03Max <0.1mm

General Dimension Tolerances (Unit : mm ) 

   0      —      30       0.2 

  31      —      60       0.3 

  61      —     100      0.4 

 101     and    Over      0.5 

 Angles                    2
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Screw

Material : AISI 1018

Finished: Nickel-Plated 

Chemistry Ingredient Characteristics :(%) 

Value C KN P S SI  

SPECIFIED

VALUES
0.16 0.78 0.24 0.8 0.2 

General Dimension Tolerances (Unit : mm ) 

   0      —      30       0.2 

  31      —      60       0.3 

  61      —     100      0.4 

 101     and    Over      0.5 

 Angles                    2
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Spring

Material : SWP 

Finished: Nickel-Plated 

Mechanical Characteristics :  

Size Free Length 

1.1mm 11mm

Chemistry Ingredient Characteristics :(%) 

Value C Si  Mn  P S Cu  

SPECIFIED

VALUES
0.80 0.19 0.47 0.008 0.007 0.04 

General Dimension Tolerances (Unit : mm ) 

   0      —      30       0.2 

  31      —      60       0.3 

  61      —     100      0.4 

 101     and    Over      0.5 

 Angles                    2
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Interface

SIZE(mm): L*W =40*40mm 

Position: middle 

Specification Brand

X-23-7783 Shin Etsu 

Fan Screw 

Specification Color Quantity 

M3*8.5 Nickel-plating 2 
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Fan
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Fan-Al Cover 

Cover Material : Aluminum Alloy 1050 

Finish : Clear Chromate

Fan-Al Cover Screw 

Specification Color Quantity 

M2*6 (F ) Nickel-plating 4 
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                         Package 

Gift box Size

108*98*59 (mm) 

Single Weight =466 g 

Gift box in carton

6 pcs in one layer. 

Total 2 layers in one carton  

12 pcs/ctn

Carton Size

340*210*144 (mm) 

Gross Weight = 5.9 kg 


