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 • 3.5” SBC Form Factor
 • HDMI, LVDS, SDVO
 • 1 x Mini PCIe with SIM Card Socket
 • 2 x SATA, 2 x COM, 6 x USB, 16-bit GPIO
 • SD Socket

3.5” Qseven Carrier Board
EEV-Q701

Mechanical & Environment
Power Type AT/ATX

Operating Tempera-
ture 0°C ~ 60°C (32°F ~ 140°F)

Storage Temperature -20°C ~ 80°C (-4°F ~ 176°F)

Operating Humidity 0 ～ 90～ Relative Humidity, Non-condensing

Dimensions (L) x (W) 5.7" x 4" ～146mm x 101mm～

Weight 0.265Ibs ～0.12kg～

System
Form Factor 3.5" Single Board Computer

I/O
Expansion 1 x mini-PCIe Supports SIM Card

USB 6 x USB 2.0
4 x USB External, 2 USB Onboard

SATA 2 x SATA II Onboard

COM Port 1 x RS-232
1 x RS-422/485
1 x RS232 External

Video 1 x HDMI
1 x LVDS
1 x LVDS on board

MIO 1 x IrDA
1 x PS2/ KB & MS

Audio
HD Codec Realtek ALC892

Audio Interface Mic-In, Line-In and Line-Out

LAN1
2 x USB 2 x USB

HDMI

COM Power

SIM Card Slot (back)
2 x SATADIO

Touch Selector

Mini PCIe (back)

Q7 Module 
ConnectorLVDS

SDVO 
(Option)


